Set For EQ5





1. (Make Sure), That The Fitment Head Is Lined Up With The Chain. The Anvil Has to


    be perfectly flat on the left and right of the energy ring with the carton.


2. Index a carton under the fitment head.


3. Place a fitment onto the anvil.


4. Losen the bolts on the clutch.


6. Losen the bolts on the head, turn off the air on the head you are working on, move 


    the head left or right and ajust the anvil so it lines up with the hole in the carton


    Manually pull the anvil into the carton.


7. Once the anvil is in the hole of the carton, tighten the bolts on the head and clutch.


8. Manually push the anvil back to the home position.


9. Turn the air back on.


10. Once the head is lined up, step the anvil in so the fitment goes into the


     hole of the carton.


11. With the fitment on the anvil, adjust The Anvil So The Fitment Just Touches 


      The Carton. The Carton Should Not Move When The Fitment Touches The


 Carton.


12. Once The Anvil Is Set, Reset The Anvil To Home Position.


13. Index The Carton Out Of The Head.


14. Take The Fitment Off Of The Anvil.


15. Before Setting The Gap, Adjust The Horn Back  So When You Bring The Anvil


      And Horn Together, You Won’t Damage The Horn Or The Energy Rings.


16. Step The Anvil And Horn Together. You Will Have To Set The Horn Left Or Right,


     Or Up Or Down.


17. After Setting The Horn, Now You Can Set The Gap. 




















